
Marine Propulsion Engines 
EPA T3 Marine 

Engine Power rating

4045TFM85 75 – 93 kW (100 – 125 hp)

4045AFM85 119 – 168 kW (160 – 225 hp)

4045SFM85 205 – 235 kW (275 – 315 hp)

6068AFM85 172 – 246 kW (230 – 330 hp)

6068SFM85 186 – 298 kW (249 – 400 hp)

6090AFM85 213 – 317 kW (285 – 425 hp)

6090SFM85 242 – 410 kW (325 – 550 hp)

6135AFM85 272 – 429 kW (365 – 575 hp)

6135SFM85 317 – 559 kW (425 – 750 hp)

kW  0  25 50  75  100  125  150  175  200  225  250   275  300  325  350   375   400  425  450   475  500  525  550   575  600 
hp  0  34 67  101  134  168   201  235  268  302  335   369   402  436   469    503   536  570  603   637  670   704 738   771  805

Ratings are subject to change. Please contact 
your John Deere marine dealer or engine 
distributor for details.

Propulsion power ratings — IMO and EPA compliant engines

60 – 235 kW
80 – 315 hp4.5L 115 – 298 kW

154 – 400 hp6.8L 213 – 410 kW
285 – 550 hp 9.0L 272 – 559 kW

365 – 750 hp13.5L




